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WSDOT has found that the retrofit alternative is not a fiscally responsible

alternative and would not bring the structure up to current safety

standards.  A recent independent consultant evaluation¹· ² also found

that the retrofit is not technically or fiscally prudent.  The executive

summary from the Independent Consultant Retrofit Report can be found

on the WSDOT website under the Stakeholder Advisory Committee -

July 24, 2008 section: http://www.wsdot.wa.gov/Projects/Viaduct/library-

meetingmaterials.htm.

According to WSDOT estimates, the retrofit scheme proposed by the

Viaduct Preservation Group would cost approximately 80 percent of the

cost of replacing the viaduct.  A retrofitted structure would still have

inadequate lane widths, no emergency shoulders, and substandard

acceleration and deceleration lanes, along with a level of seismic safety

risk that is well beyond current standards.  Construction of any of the

retrofit schemes proposed to date would result in significant and long-

term disruptions to traffic both on and around the viaduct.

¹ KPFF Consulting Engineers. 2008a. Executive Summary - Evaluation

of Seismic Retrofit Options for the Alaskan Way Viaduct presented to the

Stakeholders Advisory Committee Briefing on July 17, 2008, by Andrew

W. Taylor, Ph.D., SE, FACI.

² KPFF Consulting Engineers. 2008b. Evaluation of Seismic Retrofit

Options for the Alaskan Way Viaduct Final Report. September 25, 2008.
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Refer to Chapter 6 “Transportation Conditions During Construction” in

Appendix F, Transportation Discipline Report, for more detailed

information on construction traffic conditions.  Appendix F, Section 5.1.2

Traffic Operations, also provides more detail on intersection level of

service and average vehicle delay for 2030 conditions.
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The Alaskan Way Viaduct will not be "out of service."  As described in

the EA, detours will be provided throughout construction for both

directions of traffic, with some brief night and weekend closures.  Travel

speeds will be reduced, but two lanes will be kept open and the essential

transportation function will be retained.
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As described on pages 26 and 27 of the EA, a retrofit or rebuild would

not provide a long-term, cost-effective alternative.  The south portion of

the viaduct structure is seismically deficient, at the end of its design

life, and does not meet current design standards. 
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